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OAL	 175.6

OAW	 86

OAH	 54.4

Front Track Width	 76.9 in Track/ 77.1  in Tread

Wheel Base	 108 in

Min Ground Clearance	 6 in

Turning Diameter	 39 ft

Curb Weight	 1800 lbs

Front Wheel/Tire Size	P 175/65 R14 X 5.5

Rear Wheel/Tire Size	P 195/60 R15 X 6.5

Battery Chemistry	L ithium Ion nano-phosphate

Motor Type	I nternal Permanent Magnet

Max Power	 82 kw (110 hp)

Max Torques	 314 Nm (232 ft. lbs)

Battery Pack Size	 20 kwH

Top Speed	 90 mph

Transmission Type	S ingle Ratio Transaxle

Brake Type/Size Front	F ront disk - Solid 9.8 in

Brake Type/Size Rear	R ear disk - Solid 11 in

Front Suspension Design	S hort spindle SLA with rocker arm

Rear Suspension Design	D ouble sided trailing arm

Range	 100 miles EPA combined City/Hwy

Seating Capacity	 2

Charge Time 	

    Level 1	 11

    Level 2	 6

Driver/Passenger Leg Room	 39.25 in

Driver/Passenger Head Room	 37.2 in

Drive/Passenger Hip Room	 48.5 in

Cargo Capacity	 22.75 cubic ft

Motor Location	F ront

Drive Type	F WD

0-60 Time	 9 seconds

Driver and passenger Airbag System 	

Driver and front passenger seat mounted head and thorax airbags 

Traction control	

Anti-lock Brake System/Stability control (ABS) 

Front and rear crumple zones and side-impact door beams	

Vehicle immobilizer 	

Emergency Tire Inflation System	

(4) Front and (1) Rear Ultrasonic  

pedestrian proximity sensors with audible alert (Optional)	

Driver and passenger 3-point outboard  

seatbelts with driver-side Pretensioning Retractor	

Hood hold-down hooks	

Automatic high voltage system disable (on airbag deployment)  

& emergency response high voltage and low voltage kill system

Tire Pressure Monitoring System	
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